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W BOeCT VAR o OIL MIST DETECTION SYSTEM
3.4.2 Cable Specifications

Cable between detector and detector (Fig. 14) (maker supply):
- 0.75sq X 4C Shield, flame retardant, 5-pin socket on both ends
- minimum bending radius: 25mm

&0 CABLE LENGTH &0
e I o
a'@
FLAME RETARDANT POWER & SIGNAL CABLE
PLUG-IN CONNECTOR (0.755Q x2PAIRS SHIELDED )
CABLE PART NO. | CABLE LENGTH(m] CABLE CONNECTION
> | sPCB-2PS01§ 15 /B TERMINAL
SPCB-2PS017 17 PRI TN oo
Item 3. g 20 1 1 424V
SPCB-2PS025 25 2 2 o
SPCB-2PS030 30 3 3 A
SPCB-2PS040 4.0 4 “ [
SPCB-2PS050 5.0 s s FG
<Fig. 14> DETECTOR-DETECTOR CABLE SPECIFICATION
Cable between detector and OMM (Fig. 15) (maker supply):
-0.75sq X 4C, shielded, flame retardant, S-pin socket on one end, other end open
- minimum bending radius: 25mm
CABLE LENGTH
1
P : ;5“‘ } Power
ale £ 14 3
SIGNAL
. / 48
S SHIELD
FLAME RETARDANT POWER & SIGNAL CABLE
PLUG-N CONNECTOR (0.755Q x2PAIRS SHIELDED )
CABLE PART NO. | CABLE LENGTH (m)
———> [ spce-1Pso30 30 CABLE CONNECTION.
ltem 4: SPCB-1P5050 5.0 J/B TERMINAL
P = PINNO. | WIRENO.| & ook
SPCB-1PS100 100 1 1 +24V
- SPCB1PS1M 1.0 2 2 o
SPCB-1PS150 15.0 3 3 A
SPCB.1PS170 17.0 4 4 B
SPCB-1P$200 200 5 s FG
SPCB-1P5220 220
SPCB-1PS250 25.0
ONE SIDE CONNECTOR CABLE
<Fig. 15> DETECTOR-OMM CABLE SPECIFICATION

23




@ specso ltem 1: oil mist detector

OIL MIST DETECTION SYSTEM

2. Equipment Outlines

2.1 Detector
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<Fig. 5> DETECTOR OUTLINE DRAWING

front cover

LED lamps: from right to left: Green ("PWR ), Yellow ("FLT ), Red (TALM,)
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cover tightening bolts: M3 X 4
cable sockets for power and signal

sample gas pipe
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sample gas inlet / outlet
functional test hole

detector main frame
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mounting nut / seal washer
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Item 2: oil mist minitor (COMPLETE) pussssssss
@ Specs*®

2.3 Oil Mist Monitor(OMM)
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<Fig. 7> OMM FRONT VIEW
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Alarm type FND(H: Mist High, P: Pre-Warning, C: Contamination, F: Fan failure)

®

Detector number FND’s

Mist concentration value FND's ( Indicates ' _ __ 'when communication failed).

® @

System status LED's: GREEN for ‘Power On’, RED for ‘Mist High’ and ‘Pre-Warning',
YELLOW for ‘Fault’

Alarm acknowledgement button
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Reset button

Q

Channel(detector) changeover button

@

Cable glands
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