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Hard: SSD 512 GB
CPU: Corei7
RAM: 16G
Display: 15.6 inch
GPU: 2G
DDR4

Lap Top

Operation (Hz) : 2to 4
Wavelength (nm): 630 to 645
Emitter type Laser Power output (typical) (mW) :0.6
Distance range a (typical) (km): 5 up to 20
Operation mode: Pulsed and CW GENERAL
SPECIFICATIONS Power supply :2 AAA alkaline batteries
Laser class: 2
Battery life b (h) flashing : 50

TN

Power measurement: =75 to +26 dBm
Max. permitted input: +26 dBm
Intrinsic uncertainty: +0.13 dB (x3%)
Automatic offset nulling
Calibrated wavelengths: 850, 980, 1300, 1310, 1490, 1550, 1625 nm
Display resolution: 0.01 dB/0.001 pwW
Measurement units: dB, dBm, W
measurement wavelength range:800 to 1700 nm
Auto functions: automatic single-wavelength detection Multi-
function: automatic multi-wavelength detection
Tone detection: 270 Hz, 1 kHz, 2 kHz
Battery life: >11 hr
Display: 3.5-in color LCD touch screen, 4:3 ratio
Data readout: Via USB interface
Optical interfaces: Interchangeable adapters for FC, ST, SC, DIN,
E2000, LC, 1.25 and 2.5mm
connector type (PC or APC)
Power mode: Active, auto-Off (programmable)

Optical Power
Meter

covers all standard single mode telecommunication network
applications with 1310/1550 nm
Switchable optical adapter versions available for maximum
flexibility
Optical interface type: PC/1 single port for all wavelengths
Optical interface connectors: Fixed: ST Switchable: LC, FC, SC, ST
Source type: Laser
Laser safety: IEC 60825-1: 2007
Fiber type: SM (9/125 pm)
Spectral width(nm): <5
Auto & Multi A mode: Yes ,Auto A and Twin Test transmission
modes
3-year calibration
Output power:=7 dBm or more
Power stability (dB): +0/05-0.1 8h
Power stability (dB): £0/02-0.03 15 min
Tone generation:270 Hz, 1 kHz, 2 kHz
Battery life (CW):250h

Optical Light
Source




Fiber type : 9/125 um
Wavelength range (nm):1250(+10) - 1625(+25)
Calibrated wavelengths:1310 nm, 1550 nm
Minimum insertion loss:<2.0 dB
Maximum attenuation (dB):65dB
Repeatability of attenuation(20): 0.1
Linearity: £ 0.2
Optical return loss (dB): >50
Max. input power (dBm): 23-24
Warranty and recommended calibration interval (years): 3
Battery life (hours): >300

Optical Variable
Atenuator

Type: digital
Range Selection: manual range
Digit Capacity: 1999
DC Voltage: up to 1000 V
AC Voltage: up to 750 V
Resistance: up to 20 MOhm
Capacitance: up to 200 pF
DC: up to: 20
AC:upto20A
Temperature: yes
Diode test: yes
Transistor check: yes
Continuity test: yes
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Power Source Battery Powered
Voltage 36 Volts
Air Flow Capacity 91 Cubic Feet Per Minute
Noise Level 83 dB
Item Weight 3 Pounds
Maximum Speed 179 Miles per Hour
Style Short nozzle
Item Dimensions LxWxH 12.5 x 6.25 x 7.5 inches
Speed 179 Miles per Hour
Product Dimensions 12.5 x 6.25 x 7.5 inches
Item Weight 3 pounds
Batteries 1 Lithium lon batteries required.




