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JOB NO. CE-0302 4 .C.C| H.5.
e 5 | REVISED AS PER MARKED ‘:zrczca: ?jzg
PROJECT : VCM/PVC PLANT 5
g 9 » AEC JCCIHS.C
CLIENT : GHADEER PETROCHEMICAL COMPANY i i sl
PREPD. : J.C.CHOI APPRVD. : 1 FOR APPROVAL :0%% *30";’33
1. Tag No. AET0S |
2. Quantity 1
3. Service: GA-1701 TO PF-1704
4_ Fluid COOLING WATER
GENERAL 5. Temp. Ner | Max. (deg.C) 33 87 i
6. Press. Ner, | Max. (kglem2.g) 55 9
7. Specific Gravity 1
8. Viscosity (cP) 0.711
9. Density (kg/m3)
10. BOD/COD
1. Cell Type SEPARATE
oJi12. Measuring Range i (uSlem) 0 ~ 3000
“113. Holder Type FLOW THROUGH
, 14. Cell Length from Flange Face (mm) MFR. STD.
i . EtEMENT . 15. Cell Constant MFR. STD. ah
16. Process Conn. & Rating DN25 PN40/FORM C
17. Electrical Connection 1/2" NPT.F i -
18. Temperature Comper.sation Pt 1000
19. Intemal Cable Lengt:: 5m
2. )
. 21. Tag No. AIT-703
22. Indicator Range (uS/cm) 0~ 3000
23. Output Signal 4~20mA DC, 2-WIRE
24, Intemnal Range Seleclor YES
- ; : 25. Accuracy +/- 0.5% OF RV
'CONVERTER  |26. Stability
27, Repeatabilty W +-05%F.S
28. Automatic Temp. Comip=2nsation YES
29. Mounting Type 2" PIPE STANCHICN
30. Power Supply DC 24y
31. Electrical connectior: 112" NPT.F ’
32. Housing r AL.C
33. Electrodes STAINLESS STEEL
MATERIAL 34. Insulator MFR. STD. e
35, O-ring . . MFR. STD.
* %.Balvave : -
37. Junction Box
38. Ball Valve )
L 39. Tee Adaptor i YES
| ACCESSORIES [40. Junction Box -
41. Special Cable | P i
: 42. Packing Type Cable Gland 12 NPT Mx 130
rprerereeiian Sl e
. 44. Model No. I
NOTES : 1. PROVIDE SS NAME}'\-ATE‘ WITAG NO., SERVICE & ETC., ATTACHED TQ INSTRUMENT.
' 2. ENCLOSURE CLASS : 1P65 OR EQUIV.
3. MOUNTING BRACKET AND U-BOLT/NUTS SHOULD BE SUPPLIED W!TH iNSTRUMENT.




