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PRESSURE GAUGE 63 MM DIAL PANEL MOUNTING
CASE MAT. SS304, CENTER BACK CONN. 1/4 IN NPT

MOVEMENT MAT.SS316/316L,BYONET LOCK,MICROMETER ADJUSTABLE
POINTER SAFETY GLASS WINDOW AND BLOW-OUT DISC

BACK CONN. 1/4 IN NPT,SCALE RANGE GRADUATION

ACC. TO BS1780, DUAL SCALE (BAR, PSI)

REF. WIKA(233.50), SANGAN SANAT OR EQUIVALENT

BOURDON TUBE AND HELICOIL ELEMENT, GLYCERIN FILLED

SCALE RANGE
0-10 BAR GLYCERINE FILLED

0 - 400 BAR 0 -6000 PSI GLYCERIN FILLED
0 - 650 BAR GLYCERINE FILLED

PRESSURE GAUGE 100 MM DIAL SURFACE MOUNTING

CAPSUL PRESS.(LOW PRESS.), CASE: 304SS, WETTED PARTS
MAT. 316L SS, CONN. SIZE: 1/2" NPT-M LOWER MOUNT ING
SAFETY GLASS WINDOW, DIAL WHITE ALUMINUM,POINTER
BLACK ALUMINUM, ACCURACY ACC. TO ASME B40,100 GRADE B

SILICON CASE FILLING
REF. WIKA(TYPE 632/633.50) OR EQUIVALENT

0 - 100 MBAR

PRESSURE GAUGE 63MM DIAL FLUSH MOUNTING
LEMENT AND SOCKET MAT 316 SS

CASE MAT. 304SS,E
ELEMENT SOCKET 55316/SS316L,CONN 1/4" NPT

SAFETY GLASS WINDOWZERO ADJUSABLE POINTER, IP65

CONN. 1/4" NPT BACK(CB) WITH FRONT FLANGE, FILL LIQUID
GLYCERIN, BOURDON TUBE:AIS! 3165S, MWP:MAX 75% FULL SCALE
AMBIENT/PROCESS TEMP:-20 TO 65 DEG.C.,ACCURACY:+/-1.5% OF

FULL SCALE VALUE, IP65, ACC. TO BS1780,EN837-1
REF. NAGANO xm_x_.E_ZﬂmwmatmDrow SANGAN SANAT OR EQUIVALE
BACK CONNECTION
RANGE
pyinr LIQUID FILLED, SOLID FRONT

0-350 BAR 0-5000 PSlI,
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BOTTOM CONN., 1/4 IN, NPT
ACC. TO EN837 , BS1780, ASME B40.1
REF. WIKA,RUEGER,BOURDON SEDEM, SANGAN

. j SANAT,NUOVAFIMA(M
BOURDON TUBE OR HELICOIL ELEMENT e
SCALE RANGE
0-16 BAR  SILICON FILLED, SOLID FRONT

PRESSURE GAUGE 63 MM DIAL LOCAL MOUNTING DUAL RANGE
CASE, RING MOVEMENT MAT. SS316, ELEMENT_SOCKET MAT. 31
WHITE ALUMINIUM WITH BLACK LETTERING, SILICONE OIL FILLED
CONN. BOTTOM 1/2" NPTM, BLOW OUT DEVICE ON THE BACK
ACCURACY +/-0.1% F.S, BOURDON TUBE TYPE, SAFETY GLASS
REF. WIKA, SANGAN SANAT OR EQUIVALENT

SCALE RANGE

0 - 25 BARG

0 - 400 BARG

PRESSURE GAUGE, 100 MM DIAL LOWER MOUNTING

CASE MAT. SS316L, CONNECTION SIZE 1/2 IN. NPT
MATERIAL OF WETTED PARTS HASTELLOY C276

ACCORDING NACE MR-01-75, DIAPHRAGM SEAL MODEL 990.3
CASE FILLING FLUID: GLYCERINE

REF. WIKA (MODEL 233.30.100), OR EQUIVALENT

0 - 400 BAR

PRESSURE GAUGE DIAPHRAGM SEAL, THREAD TYPE
DIAPHRAGM AND BOTTOM HOUSING MAT. HASTELLOY C276
TOP HOUSING MAT. SS 316, PROCESS CONN. 1/2" NPTM

REF. ASHCROFT (T650D), OR OTHER APPROVED EQUIVALENT
PRESSURE GAUGE, DIAL 160 MM. BOTTOM CONN. 1/2" NPTM
CONSTRUCTION SOLID FROUNT SAFTY PATTERN CYLINDRICAL CASE
W/ BLOW OUT AT BACK, BOURDON TUBE, GAUGE VACCUM AND
COMPOUND, PRESSURE CONN. TUBE SS 316L

CASE BAYONET RING SS 304, DIAL POINTER ALUMIN UM
MOVEMENT SS 304/303, GLYCERIN FILLED

0 - 160 BAR

0 - 200 BAR, SILICON FILLED
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PRESSURE GAUGE DIAPHRAGM SEAL, THREADED TYPE
DIAPHRAGM MAT. MEMBRANE WITH PTFE-FOIL, CONN. SIZE 1/2" NP
HOUSING MAT. SS316L, FILL FLUID MAT. NEOBEE M 20,

REF. SDHMIERER (V123) OR OTHER APPROVED EQUIVALENT
PRESSURE GAUGE 160 MM DIAL, BOTTOM CONN., CASE MAT. 316L
BOURDON TUBE, CONN. 1/2 NPTF, GLYCERINE FILLED

0 - 1.6 BARG

PRESSURE GAUGE 63 MM DIAL PANEL MOUNTING

CASE MAT. SS304, CENTER BACK CONN. 1/4 IN NPT
MOVEMENT MAT.55316/316L, BYONET LOCK,MICROMETER ADJUSTABLE

POINTER SAFETY GLASS WINDOW AND BLOW-OUT DISC
BACK CONN. 1/4 IN NPT,SCALE RANGE GRADUATION
ACC. TO BS1780, DUAL SCALE (BAR, PSI)

REF. WIKA(233.50), SANGAN SANAT OR EQUIVALENT
ELEMENT TYPE:C-TUBE, MAT. NACE, GLYCERINE FILLED
SCALE RANGE

0 - 275 BAR

PRESSURE GAUGE 63 MM DIAL, PANEL MOUNTING

DUAL SCALE(BAR PSl) CASE ELEMENT MAT.SS316L,1/4" NPT
WINDOW:LAMINATED SAFETY GLASS, MOUNTING FLANGE:FRONT
BEZEL RING:CAM RING(BAYONET TYPE), NATURAL FINISH STAINLES
LIQUID FILLING:GLYCERINE 99.7%, PONTER:BLACK ALUMINIUM

REF. WIKA 233.50.63, OR EQUIVALENT

LOWER BACK CONN.

SCALE RANGE

0 - 15000 PSI (0 - 1000 BAR)

PRESSURE GAUGE,63 MM. DIAL, SURFACE MOUNTING

DUAL SCALE (BAR,PSI) CASE MOVEMENT MAT. S.S.,ELEMENT MA

AISI 316L SS, SAFETY GLASS WINDOW, ALUM. DIAL,

ZERO ADJUSTMENT POINTER, PROTECTION IP65

BOTTOM CONN., 1/4 IN. NPT

ACC. TO EN837 , BS1780, ASME B40.1

REF. WIKA,RUEGER,BOURDON SEDEM,SANGAN SANAT,NUOVAFIMA(MGC2
BOURDON TUBE OR HELICOIL ELEMENT

SCALE RANGE
0- 400 BAR GLYCERIN FILLED, SOLID FRONT

PRESSURE GAUGE, 150 MM DIAL SURFACE MOUNTING
BOURDON TUBE TYPE, ALL MAT. SS 316, BOTTOM CONN.

SCALE RANGE CONN. SIZE
0 - 400 BAR 1/2" NPT GLYCERINE FILLED

011226

01122

011226

01122

011220
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