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. DESCRIPTION

DATE REQUIRED

MOTOR OIL, IRANOL ALVAND SAE 10W CCMC. API

SD/CC NIOC 1021W E ISIRI NO.585 MIL-L-21048

KINEMATIC VIS.AT 100 DEG.C. 5.3-6.3 CST

VISCOSITY INDEX 95  MIN.

FLASH POINT,DEG.C. 195  MIN.

POUR POINT ,DEG.C, -30 MAX,

APPEARANT VIS. AT -18 DEG.C. 2400CP. MAX.

ZINC CONTENT 0.07%WT MIN.

T.B.N. 3.4 MIN.

SULPHATED ASH  0.8% WT MAX.

01

SUPPLIER: PARS SUPER KYAN 10

8713026522

LT

IN 210 LT.NEW STEEL DRUM

—

031229

j

MOTOR OIL, IRANOL ALVAND SAE 30 IRANOL 6000

CCMC. API SD/CC NIOC 1023 & ISIRI 585

MIL-L-2104B

KINEMATIC VIS. AT 100 DEG.C. 10.5-12.0CST.

VISCOSITY INDEX 95 MIN.

FLASH POINT 215 MIN.

POUR POINT -20  MAX.

ZINC CONTENT 0.07%WT MIN.

T.B.N. 3.4 MIN.

SULPHATED ASH 0.8%WT MAX,

02

REF: SHELL ROTELLA Mx\ ESSOLUBE HDX, BP.ENERGOL

LT

832

8713056522

IN _pv_u_u.Or.mD ﬁOZ._.P_me
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CCMC, AP SD/CC NIOC 1024 & ISIRI 585 E—

MIL-L21048

KINEMATIC VIS.AT 100 DEG.C _14.0-16.0 C5T.

I
I

I,
e ———]

VISCOSITY INDEX 95 MIN.

FLASH POINT 225 MIN.

POUR POINT -15  MAX.

ZINC CONTENT 0.07% WT.MIN.

T.B.N 3.4 MIN.

IRANOL ALVAND, SAE 40

031229 L

03

8713066522

LT

2912

IN ECONOMIC CONTAINER

MOTOR OIL 20W50

VISCOSITY AT 40 DEG.C. 160

VISCOSITY AT 100 DEG.C. 17

WISCOSITY INDEX 120

FLASH POINT 210 DEG.C.

POUR POINT _ -24 DEG.C.

DENSITY AT 15 DEG.C. 892 KG/M3

TOTAL ALKALITY 7.2 MG KOH/G

SUPPLIER: BEHRAN TAKTAZ 20W50 OR APPROVED
EQIVALENT.

£713261022

LT

3744

MOTOR OIL, 20 W 50
MOTOR OIL SAE 15W40

031229 L

STANDARD: ACEA A2.96, A3.98, B3.98, E2.96

APl CI_4/CG_4/CF_4/S) & API CH-4

KINEMATIC VISCOSITY AT 100 DEG.C.: 15 (ASTM D-
445)

VISCOSITY INDEX: 140

FLASH POINT 210 DEG.C.

POUR POINT -27 DEG.C.

TOTAL BASE NO.: 10.8 MG KOH/G (ASTM D-2896)

DENSITY AT 15 DEG.C. 884 KG/M3

SUPPLIER: BEHRAN OIL CO. OR APPROVED VENDOR
LIST.

031229 L

05

8713260022

LT

832

MOTOR OIL IN APPROVED CONTAINER

AUTOMOTIVE GEAR & TRANSMISSION OILEP SAE 90

US SPEC. MIL-L-2105, VISCOSITY 5.U.5. 210-

DEG.F.:75-120, VISCOSITY INDEX: 80 MIN.

POUR POINT DEG. F.: 10 MAX

ELASH POINT OPEN DEG. F. 350 MIN.

COLOUR ASTM D-1500 GREENISH BROWN




L SAE 90-EP,SHELL SPIRAX

e ————— T P ENERGOL GEAR Ol
90 EP OR ESSO GP 85W-90
3 REF: IRANOL EP OR APPROVED VE NDOR LIST. T
06 | s7ze1es22 | T 832 N APPROVED CONTAINER -
ST s R L R VASCASIN —
MULT! PURPOSE LITHIUM/CALCIUM GREASE —
SOAP/THICKENER LITHIUM/CALCIUM —
NLG! GRADE 3 ——
: 3 COLOUR GLAZY YELLOW
APPEARANCE SMOOTH
OPEARATION TEMPRATURE -20 TO 120 DEG.C
DROPPING POINT 185 ~
i KINEMATIC VISCOSITY AT 40 DEG.C OF BASE OIL
120MM2/S
: PENETRATION AT 25 DEG.C 220-250 (0.1)MM
2 MANUFACTURER: "SHELL" ALVANIA G3 RL3 GADUS
07 8765530121 KG 1110 GREASE 031229
S o _ IN CONTAINER BETWEEN 15-20 KG.  castilili
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