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I#essure Gauge,AH Stainless Steel Vibration Proof Gauge wath Diaﬁhragm Seal,Dial Size/Type: 150 mmlDﬁul(‘MPa(GyPsi(G)), Range:l~ ‘O.BMPa.Acmq

s 0.5%F.S

NO

3 Pressure Gauge,All Stainless Steel Vibration Proof Gauge with Diaphragm Seal,Dial Size/Type: 150 mm/Dual{MPa(G)/Psi(G)), Range:0~ 4MPaAccuracy: 0.5%F.5 60 2 H
| 2 Temperature Gauge, Bimetallic Thermometer,Construction Type: Adjustable Angle,Mounting: Direct(Local),Dial Size: 150mm,Range: 0~150°C NO 60 3 :
! i ;Temperature Transmitter , Model: TR12-GBB15XH20000,Range: 0~120°C;(2 Wire);Output: 4~20mA HART;Sensor: RTD Pt100;Insert length: 145mm NO 60 4 4
| 1 ;Temperature Transmitter , Model: TR12-GBB1SXH20000,Range: 0~120°C;(2 Wire);Output: $~20mA HART;Sensor: RTD Pt100;Insert length: 240 mm NO 60 5 H

2 Pressure Transmitter Rosemount :3051TG2A2B21BS1E5Q4M5 , Seal System: 1199WDC10AFFWG2DEB00 NO 60 [ {
| 1 Pressure Transmitter Rosemount :3051TG3A2B21BS1E5Q4MS5 , Seal System: 119SWODC10AFFWG2DB00 NO 60 7 :
i 1 Diff. Pressure Transmitter Rosemount ,MODEL:3051CD2A22A1KS2M5B4EST1Q4Q8QTHRS ,Seal System:1199DDN10GFFWGSKB0O NO 60 8 |

4 Temperature Transmitter SBWZ-2460 , ATEX EEx ia IIC IP65 , Supply:24VDC , OutPut:4~20mA NO 60 9 1

4 o A i n aeallll; 1 R J )




Pressure Gauge

All Stainless Steel Vibration Proof Gauge with Diaphragm Seal
Dial Size/Type: 150 mm/Dual(MPa{G)/Psi(G))
Protaction: Blow-off Disk in the back
Accuracy. 0.5%F .S
Range:0~ 0.6MPa
Process Connection: 1/2 NPT(M) CL3000
Fifled with Silicon Oil(Leack Proof)
Material according to NACE MRO175

Pressure Gauge

All Stainless Steel Vibration Proof Gauge with Diaphragm Seal
Dial Size/Type: 150 mm/Dual(MPa(G)/Psi(G))
Prolection: Blow-off Disk in the back
Accuracy: 0.5%F.5
Range:0~ 4MPa
Process Connection: 1/2 NPT(M) CL3000
Filled with Silicon Oil(Leack Proof)

Material according to NACE MRO175

Temperature Gauge

Bimetallic Thermometer
C tion Type: Adjustable Angle
Mounting: Direct{Local)
Dial Size: 150mm
Pointer: Black Aluminum Adjustable
Enclosure Protection: IP85
Stem Q.D: Bmm
Range: 0~150°C
Accuracy. 1%F.S
Insertion Length:300mm
Process Connection: ANSI B16.5 2° RF

Material according 1o NACE MRO175

Temperature Transmitter

Model: TR12-GBB1SXH20000
Range: 0~120°C;

Power Supply: 24VDC(2 Wire);
Output: 4~20mA HART;
Electrical Connection: M20x1.5 (F);
Sensor;: RTD P1100;

Type: 3-wire RTD;
Connection to pump body: G1/2°
Protection tube material: 316L SS;
Head casing material: Aluminum, polyester powder coated;
Sensor Outer: Bmm;

Insert length: 145mm;

Temperature Transmitler

Manufacturer: Endress+Hauser
Model: TR12-GBB1SXH20000
Range: 0~120°C;

Power Supply: 24VDC(2 Wire):
Output: 4~20mA HART;
Electrical Connection: M20x1.5 (F):
Sensor: RTD Pt100;
Type: 3-wire RTD;
Connection to pump body: G1/2”
Protection tube material: 316L SS;
Head casing rial: Aluminum, poly powder coated;
Sensor Outer: Bmm:
insert length; 240mm;
Manufacturer: Endress + Hauser

Pressure Transmitter

Rosemount :3051TG2A2B21BS1E5Q4MS
Seal System: 1199WDC 10AFFWG2DE00

Pressure Tranamitier

Rosemount :3031TG3A2B21BS1E5Q4MS5
Seal System: 1109WDC 10AFFWG2DB00

Diff. Pressure Transmitter

Rosemount
MODEL:3051CD2A22A1KS2M5BAEST 104Q0QTHRS
Seal System:1199DDN10GFFWGSKBO0)

Temperature Transmitter

SBWZ-2460 temperature transmitter
ATEX EEx ia IIC IPES
Supply:24VDC
OutPut:4~20mA

Pes




	image0000004A.jpg
	image0000005A.jpg

