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General:

Motor Driver of the Required Pumps Installed and
Coupled To the Pumps by Vendor.

Pumps' Mechanical Seal of the Required Pump Must Be
Supplied and Installed To the Pumps by Vendor.
Specifications And Manufacturing Processes Of The
Pumps Must Be Considered As Following Paragraphs
And Attached Datasheets.

Submitting Prepared Technical Documents to the Owner
for Owner’s Comment and Approval.

Finalizing Technical Documents according To the
Owner’s Comments and Re-Submitting for the Final
Approval by the Owner.

Testing Process: |
Implementing All Required Test According To Din1944,
Latest Edition.

All Tests Must Be Witnessed by Owner’s

Representatives in Manufacturer’s Workshop.
Preparing Test Reports and Performance Curves.
Submitting Testing Documents for Owner’s Approval.
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Operating Conditions:

Flow(GPM) : Norm.1981
Suction Pressure (psig): Flooded
Discharge Pressure (psig) : 4.9
Differential Pressure (psig) : 4.9
Differential Head:( ft) : 11.1
NPSHA(ft): 30
Hydraulic Power(hp): 5.55
Temperature("F): Norm.77/Max.110/Min.50
Vapor Pressure(psia) : 1.3
Viscosity(cp): 1.03 @ 68 °F
Corrosive/erosive agent: Mud/Sludge/Debris
Chloride Conentration: >5000
Specific Heat & Gravity: 1

Motor specification:

Volts / Frequency/ No. Phases: 400 V/50hz/3ph

Max. Full Load: 5.5 kw

Duty Type And Rating Class: S1 — Continuous(To
Iec 60034-1)

Area Classification Zones: sa f e

Starting Type : Dol

Degree Of Protection: At Least Ip56

Insulation Class: F

Temp. Rise Class: B
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Ambient Temp. (Site): 52°c Max., -1°c Min.
Ambient Humidity: 900 % Max.

Location: Outdoor

Standards: Ips-Bs-Iec

Required Documents Of The Pump,

Electromotor & Other Accessories:
Datasheet & Performance Curves.

Material Certifications.

Test Certifications.

Dimensional Drawings.

Part List Including Part Numbers

Complete Installation, Operation & Maintenance
Manual.

All Required Documents Must Be Present In Hard
Copy & E Document

Language & Measurement System:
All Related Document Shall Be Written In Formal

English Language.

Spare Part:
Spare Parts For Tow Years
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é_ Centrifugal Pump Process ITEM NO (S)
Y7 Data Sheet REQ /SPEC NO. p0807 /
m uUs Customary Unit PURCH ORDER NO. DATE 1396/12/7
ABADAN OIl Refining Co. ENQUIRY NO. BY

1 MOTOR DRIVER

2 ELECTRICAL SPECIFICATION ELECTRICAL DATA®
3 VOLTS / FREQUENCY/ NO. PHASES 400 V/50Hz/3Ph

4 MAX. FULL LOAD 515w

5 DUTY TYPE AND RATING CLASS S$1 - CONTINUOUS(to IEC 60034-1)

6 MOTOR FRAME-FAN COVER & BEARING END SHIELD ~ STEEL SHEET

7 AREA CLASSIFICATION ZONES(ZONE 0 ,ZONE 1 ,ZONE 2, SAFE):  ZONE SAFE

8 GAS GROUP CLASSIFICATION OF THE AREA (IIA,IIB,IIC):

9 TEMPERATURE CLASS OF THE GAS/S IN THE AREA(T3,T4,T5,T6)

10 NO.S OF RTD (YES/NO) : NO

1 HEATER (YES/NO) VOLTAGE: NO

12 NO.S OF STARTING: (COLD/ HOT): COLD(3)HOT(2)

13 STARTING TYPE : (DOL,SOFTSTARTER DRIVE) : poL

14 TYPE OF COOLING FAN : Bl DIRECTIONAL (PREFERENCE)

15 SIDE CABLE BOX LEFT/RIGHT/CENTER (FRONT VIEW) : BY MANUFACTURER

16| DEGREE OF PROTECTION AT LEAST IPS6

17 INSULATION CLASS ~ F

18 TEMP. RISE CLASS B

19 AMBIENT TEMP. (SITE)®  52°C MAX,,  -1°C MIN.

20 AMBIENT HUMIDITY  90%

21 LOCATION  OUTDOOR

22 ALTITUDE  9.84FT

23 NOISE LIMIT  |EC 60034-9

24 MANUFACTURE  SIEMENS,Loher,SCHRCH,VEM,ABB

25 NAMEPLATE RATING (HP) (RATED OUTPUT)  ACCORDING TO API (HP)
26| STANDARDS  IPS-BS-IEC

27|  DRIVEN EQUIP. ABSORBED RATING: (ACCORDING TO PUMP DATA SHEET)  ACCORDING TO API (HP)
28

29|GENERAL NOTES:

30

31 2- BLACK BODY TEMPERATURE; 82°C,

32|  3-TOBE COMPLETED BY VENDOR. (ACCEPT OR NOT ACCEPT & REMARKS)

33]  4- THE ANTI CONDENSATION HEATER/S SHALL BE WIRED TO A SEPARATE TERMINAL BOX MOUNTED ON THE MOTOR FRAME. A WARNING LABEL SHALL BE PROVIDED TO INDICATE
34|  THAT THE CIRCUIT MAY BE LIVE WHEN THE MOTOR IS NOT ENERGIZED.

35]  5-THE TEMPERATURE DETECTORS SHALL BE WIRED TO A SEPARATE TERMINAL BOX MOUNTED ON THE MOTOR FRAME.

36]OTHER NOTES: (BY VENDOR)
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