
 

 نشخصات فيی دشتگاه ذخیره شاز 

  

 

Network Video Input 32CH@5MP 

Operation System (OS) Original & Embedded 

Recording Resolution 12MP/8MP/5MP 

Bandwidth Incoming >256Mbs , Outcoming>256 mbs 

Streaming Dual and Auto stream 

Case /Type Rack mount 

Synchronous Playback 16@2MP ,8@4MP ,4@4k 

Video Compression H.265+ , H265 , H264 

Audio Compression G711  ,AAC 

Recording Resolution Frame  120 fps @2MP 

Raid RAID 0,1,5,6,10 

Local  Video output 2 * HDMI (4K) , 2* VGA (2MP) 

Storage 4 SATA 3.5" HDD 10TB , 

Recording Manual /timer/motion/  alarm recording 

Video Analysis People Counting ,Region Entrance and Exiting, Line Crossing, Loitering , Object Left and 

Removed 

USB Interface Min 3 , USB 2 

Network storage NAS , ANR 

Network Interface 2 * RJ45 Gbs 

Audio  Interface 1*RCA input /2*RCA  output 

Alarm Input Min 8 input 

Alarm Output Min 4 output 

Back up Ext DWDRW , Flash,HDD USB 

User levels min 3 level 

Compatibility with different 

Brands 

ONVIF profile S ,G 

Working Conditions Temperature-10c~55c /Humidity:20%–80% 
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 نشخصات دوربیو اشپید دام

Minimum resolution 2MP 

Minimum Frame per second / 60fps@ 2MP ( H.265+) 

Lens Motorized 4.7-141mm F.stop≤1.2 

API ONVIF Profile S& G&T&Q 

Night Ultera Low light (star light) ,True day&night 

Compreesion H.265+ & H.265 & H264 

Image Sensor 1/2"  imx 385 Sony Satrvis 

chipset type Hisilicon  Hi3516 AV300 

streaming Trippl  streaming 

Local memory Up to 256GB support needed 

Micro SD  SD/SDHC Alarm record  , ANR 

Alarm Alarm Management(motion/tamper) 

Dynamic Rang real 140dB @ 60fps @2mp 

Audio external Mic & speaker supported 

Audio codec AAC  G.711 

SIP/VoIP Support Yes, Voice&Video-over-IP 

Network Storage NAS 

IR Illumination 200 

IR Technology Smart IR,   Adaptive IR 

function HLC , 3D DNR , ROI  , Anti fog ,  DIS ,BLC 

VCA & AI Activated Face detection  ,Region Entrance, Region Exiting, Advanced Motion Detection, Tamper 

Detection, Line Crossing, Loitering, Human Detection, People Counting, Object Left, Tracking , 

Minimum Illumination real 0.002 lux @ F1.2 Color 

Operation temperature -40°C to +60°C   /   0~90%(non-condensing) 

Housing IP67 – IK10 

Power Suply PoE (802.3af)/ AC 22V 

Power Consumption Power (IR ON) ≤13W 

GUI Language Persian   English 

Certification CE  FCC   LVD  Rohs  ISO9001 ISO14001 

Protocols IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, UPnP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL  

HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP 

Software supported Mileston , Digifort ,Nouu 

Warranty Time 3 years 

 

 



 

 نشخصات دوربیو پلاک خَان

Minimum resolution 2MP 

Minimum / 100fps@ 2MP ( H.265+) 

Lens  F.stop≤1.2Motorized  5.3-64mm 

API ONVIF Profile S& G&T&Q 

Night Ultera Low light (star light) ,True day&night 

Compreesion H.265+ & H.265 & H264 

Image Sensor 1/2.8"  imx 462_MIPI Sony Satrvis 

chipset type UMBERELA CV25S88 

streaming Trippl  streaming 

Local memory Up to 256GB support needed 

Micro SD  SD/SDHC Alarm record  , ANR 

Alarm Alarm Management(motion/tamper) 

Dynamic Rang real 140dB @ 30fps @2mp 

Audio external Mic & speaker supported 

Audio codec AAC  G.711 

SIP/VoIP Support Yes, Voice&Video-over-IP 

Network Storage NAS 

IR Illumination 180 

IR Technology Smart IR,   Adaptive IR 

function HLC , 3D DNR , ROI  , Anti fog ,  EIS ,BLC 

VCA & AI Activated ,Region Entrance, Region Exiting, Advanced Motion Detection, Tamper Detection, Line 

Crossing, Loitering, Human Detection, People Counting, Object Left, Object Removed 

Minimum Illumination real 0.002 lux @ F1.2 Color 

Operation temperature -35°C to +60°C   /   0~90%(non-condensing) 

Housing IP67 – IK10 

Power Suply PoE (802.3af)/ DC 12V 

Power Consumption Power (IR ON) ≤13W 

GUI Language Persian   English 

Certification CE  FCC   LVD  Rohs  ISO9001 ISO14001 

Protocols IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, UPnP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL  

HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP 

Software supported Mileston , Digifort ,Nouu 

Warranty Time 3 years 

 

 



 

 نشخصات شیصتم ناىیتَریيگ

 

 

 

 

 نشخصات ىرم افزار پلاک خَان

 

 ٌا خَدرو رىگُ تصَیر و خَاىُ پلاک جٍت ٌهزنان شيصَر دو از تصَیربردارى

 فریم یک در ٌا پلاک تهام از ٌهزنان خَاىُ پلاک

 افزارٌا ىرم شایر با ارتباط جٍت شرویس وب

 تصَیر 050555 تا تصاویر قابلیتذخیره

 نرکزى شرور در اطلاعات تخلیً قابلیت

 درصد 79 بالاى دقت با خَان پلاک

 خَاىُ پلاک بالاى شرعت

 وب تحت گزارشگیرى

 

 



 

 پَرت 42نشخصات شَئیچ 

Enclosure Type Rack-mountable - 1U 

Feature Set LAN Base 

Uplink Interfaces Four 1G Small Form-Factor Pluggable(SFP) 

Downlink Ports 24 × Ethernet 10/100/1000 ports 

Expansion Slot(s) 1 (total) / 1 (free) x Stacking Module 

Switching capacity 176 Gbps 

Forwarding performance (64-byte packet size) 41.7 Mpps 

DRAM 128 MB 

Flash Memory 64 MB 

Dimensions 44.5 × 38.6 × 4.5 cm 

 Mode Button 

 RJ45 Console Port 

 24 × Ethernet 10/100/1000 ports  

 USB mini-Type B (console) Port 

 SFP Module Slots (7) USB Type A Port 

 Ethernet Management Port 

PoE Available No  

Ports 24 × Ethernet 10/100/1000 ports FP)  

Switching Capacity 176 Gbps  

Uplinks 4 x 1G SFP  

Feature Set LAN Base  

 پَرت صيعتی 8نشخصات شَئیچ 

4*10/100/1000M PoE ports+ 2*100/1000M SFP port 

Industrial PoE Switch 

PoE port1 ~port4 support AF/AT intelligent recognition. 

Standard power is 15.4W/port, Maximum power: 30W/port; 

 Support Al Watchdog, Port self-healing, VLAN, extend 300meter distance, Auto Speed Change, 

Priority port & reduce the after-resale 

e Comply with IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, IEEE 

802.3z standards; 

 PoE default: 1, 2( + )/3, 6(-) 

e Operation TEMP:-40~85°C 

 Input voltage: DC48-57V, Redundant dual power 5-bit 

 industrial terminals; 

;  IP protection level: IP40; Rail-type installation



 

  UPSنشخصات 

 

 


