J‘“&.“Q X

Fuse Carrier Holder for Cylindrical fuse ,3 Pole , Ue=690V max Rating , le=50A
max Rating , Frequency=50hz , 14x51mm Fuses

Fuse Carrier Holder for Cylindrical fuse ,3 Pole , Ue=690V max Rating , le=32A
max Rating , Frequency=50hz , 10 x 38mm Fuses

Fuse Carrier Holder for Cylindrical fuse ,1 Pole , Ue=690V max Rating , le=32A
max Rating , Frequency=50hz , 10 x 38mm Fuses

Cylindrical fuse ;Rated current: 50 A, Rated Voltage:400V, Application: Cylindrical
fuse are used as the most secure protection of electrical installations, control, and
signal circuits against overloads and short circuit currents

Cylindrical fuse ;Rated current: 20 A, Rated Voltage:400V, Application: Cylindrical
fuse are used as the most secure protection of electrical installations, control, and
signal circuits against overloads and short circuit currents

Cylindrical fuse ;Rated current: 10 A, Rated Voltage:400V, Application: Cylindrical
fuse are used as the most secure protection of electrical installations, control, and
signal circuits against overloads and short circuit currents

Cylindrical fuse ;Rated current: 6 A, Rated Voltage:400V, Application: Cylindrical
fuse are used as the most secure protection of electrical installations, control, and
signal circuits against overloads and short circuit currents

base Fuse 3p 1610-TYPE FAHA-HRC FUSE BASED-IEC 60269,VDE 0636- 160A

Knife Fuse ; Rated Current:50A Rated voltage :500V , Breaking Capacity:100KA

Pilot Signal Lamp - LED Indicator Light - Green -Voltage : AC 220V;Rated Current :
20mA , Material : Plastic

3-Phase Main Capacitor Duty Contactor 7.5 kVar 400V , AC-6, Coil voitage
,220...230VAC/50Hz ,Poles description 3P,voltage(Ue): 690 V DC, 690 V AC

25...400 Hz ;Rated insulationVoltage: 690 V Control circuit voltage 220 VV AC 50/60
Hz,Auxiliary contact composition :2 NO+2 NC; Rated impulse withstand voltage(Uimp) : 6 kV
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3-Phase Main Capacitor Duty Contactor 12.5 kVar 400V , AC-6, Coil voitage
,220...230VAC/50Hz ,Poles description 3P,voltage(Ue): 690 V DC, 690 V AC
25...400 Hz ;Rated insulationVoltage: 690 V Control circuit voltage 220 VV AC 50/60
Hz,Auxiliary contact composition :2 NO+2 NC; Rated impulse withstand
\voltage(Uimp) : 6 kV
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3-Phase Main Capacitor Duty Contactor25 kVar400V , AC-6, Coil
voitage ,220...230VAC/50Hz ,Poles description 3P,voltage(Ue): 690 V
DC, 690 V AC 25...400 Hz ;Rated insulationVoltage: 690 V Control
circuit voltage 220 V AC 50/60 Hz,Auxiliary contact composition :1
NO+1 NC; Rated impulse withstand voltage(Uimp) : 6 kV
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Capacitor:Heavy duty aluminum ; 10 KVVAR casing with steel cap, 30 mfd,370v,
50/60Hz, +/-6%, Oil filled capacitor
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Capacitor:Heavy duty aluminum ; 5KVVAR casing with steel cap, 30 mfd,370v,
50/60Hz, +/-6%, Oil filled capacitor

'O

Capacitor:Heavy duty aluminum ; 25KVAR casing with steel cap, 30
mfd,370v, 50/60Hz, +/-6%, Qil filled capacitor

1\0/2-Black selector switch @22 mm long handle 3 positions - 2 N/O
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Push button - Twin - Switch Rating: AC660V 10A, Red Green Start Stop, Contact
Type: NO+NC

A

Regulator, 4 SETPS :Supply and measuring circuit voltage:480, 400, 230 or 110 Vac
; +15% -10% (depending on model),Measurements precision: Voltage and Current:
19%; cos : 2% 1 digit
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Regulator, 6 SETPS :Supply and measuring circuit voltage:480, 400, 230
or 110 Vac ; +15% -10% (depending on model),Measurements precision:
\Voltage and Current: 1%; cos : 2% 1 digit

DIN Rail Mount Thermostat , 0 to 70°C Cooling Control
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Enclosure Fan , 220VAC , 12.5*12.5
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Ventilation Window, Dimention: 12.5*12.5 sqcm Yy
PHASE Busbar BOX, 40°C, 7 Screw A
Terminal Block, Connection method: Screw connection,RTP16 , Cross section: 16 o
mm? ,\Voltage/Current:600/76 , Width/Length:12.5/49.5- GRAY
Terminal Block, Connection method: Screw connection,RTP4 , Cross section: 4 vs
mm?2 ,\Voltage/Current500/32 , Width/Length:6.4/45.3- GRAY
Cable Gland, PG29 8%
Cable Gland, PG16 YA
Die Cast Hidden Hinge. For the box Y4
RECTANGULAR Panel Lock-BODY:PA6-HANDDEL:POLYAMIDE DIN-EN ISO 1043--1-PA6GFR30- v.
CAM:STEEL 82.5x42 + 0.2mm
Die Cast Three Part Hinge . For cells AR
Panel wing Lock With Die Cast knob - Cut out Size AXA vy
22x20 £ 0.2mm
Consumption of copper bars Y
Terminal Marker : black on white ,Number And Symbol Wire Markers , Y
\Wire Markers;Material : Soft PVVC;Shape, Marker Letter : 0-9 OR A-Z Yo
lAssembling Equipments : Wire,Plastic Duct,DIN Rail,Panto Graph,Wire
Marker, Terminal Marker,Pathlock,Cable Shoe,Wire Shoe,Screw and \itd
[Nut,Plexiglass. ..
Three Point Lock v
Pannel handel YA
Pilot Signal Lamp - LED Indicator Light - Green -Voltage : AC 220V;Rated v
Current : 20mA , Material : Plastic
Limit Switch ; Action Type : Momentary ; Contact Type : INO+1 NC ; ‘.
10(4)A 250V ,6(2) 380V ,IP 65
Fluorescent White Bulb ; Watt: 8W ; Frequency :50hz ; Input voltage )
:200-240V ;Connected up tp :250W
Cabinet door stop kit Y
High strength steel galvanized lifting eye bolt ;Size:M12 ;Weight: 0.18kg Y
Enclosure Fan , 220VAC , 22.5*22.5 fY
DIN Rail Mount Thermostat , 0 to 70°C Cooling Control Yo
Black selector switch @22 mm long handle 3 positions - 2 N/O \i4
Ventilation Window, Dimention: 22.5*22.5 sqgcm v
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