
  (BEHTAM TURBINA 32)بهتام روانکار مشخصات روغن توربین

Test method Unit value Parameter item 

ASTM D2422 - 32 ISO – viscosity grade 1 

ASTM D445 mm2/Sec  28.8-35.2  Kinematic Viscosity  at 40 0C 
 

2 

ASTM D445 mm2/Sec  Report 
Kinematic Viscosity  at 100 0C 

 3  

ASTM D2270  -  100    Viscosity Index ( Min.)  4 

ASTM D664  mg KOH/ gr oil  0.05  Total acid Number ( Max.) 5 

- Visual Clear and bright Apperance 6 

ASTM D 1744 ppm 200  Water Content ( Max.)  7 

ASTM D92  0C 204 Flash point in open cup ( Min.)  8 

ASTM D4052  Kg/m3 850-900  Density at 15.6 0 C  9 

ASTM D2272  minute 1000  RBOT ( Min.)  10 

ASTM  D892  ml/ml   50/0  Foaming characteristics (Seq. 1) 11 

ISO 4406 ISO Code 18/16/13  Cleanliness level (better than.)  
 12 

ASTM D97  0 C -5 Pour point ( MAX.) 13 

ASTM D3427  minute 5 Air Realease @ 50 OC ( Max.) 14 

ASTM D665B - Pass Rust preventing characteristics 15 

ASTM  D130 - 1 Copper corrosion, 3 h at 100°C( Max.) 16 

ASTM  D7843 ΔΕ 15 Varnish Potential( Max.) 17 

ASTM D1401  minute  30  Water separability (at 54°C, minutes to 3 ml 
emulsion), ( Max.) 

18 

ASTM D1500 ASTM Color 
Scale 

Report Color  19 

ASTM D6595  ppm  

Report  Fe 

Wear metals 

Elemental 
Analysis 

 
20  

  10مجموعا کمتر از 
Cr, Al, Cu, Pb, Sn, 

Ni, Ti, Ag, Mo, 
Sb, Cd, Mn, V 

Report  Ba, Mg, P,S Additives  

 ,Zn, Ca, K, Si, Na  15مجموعا کمتر از 
B 

Contaminants  



از هر پارت روغن ورودي به نیروگاه نمونه برداري و جهت آزمایش کنترل کیفی به آزمایشگاه مورد  -
تأیید خریدار ارسال می گردد. در صورت هرگونه مغایرت مشخصات روغن تحویلی با جدول فوق، 

خود تعویض نماید. کلیه هزینه هاي نمونه برداري، ارسال و فروشنده موظف است روغن را با هزینه 
 انجام آنالیز به عهده فروشنده است.

  


