e THICKNESS OF GASKET 4.5 MM.

¢ OUTER RING(CENTERING RING): CARBON STEEL

o INNER RING: ST.ST. 316

e DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
e NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

o SUPPLIER: '"KLINGERAN'' ; "ATBIN ISTA" ' OR APPROVED
VENDOR LIST

¢ SARKHOON

e ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

O)ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

o FOR CLASS 150
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1 8541601042 |e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS) NO | 2000
® THICKNESS OF GASKET 4.5 MM.
® OUTER RING(CENTERING RING): CARBON STEEL
o INNER RING: ST.ST. 316
¢ DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
® NOTE: CENTERING RING SHALL BE COATED WITH
¢ CADMIUM OR EPOXY POWDER, IF NECESSARY
e SUPPLIER: " 'KLINGERAN ", ““ATBIN ISTA' ° OR APPROVED
VENDOR LIST
e SARKHOON
® ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &
e ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B
¢ FOR CLASS 150
VS
2 8541601062 |e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS) NO | 2000
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3 8541601082 |e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS) NO | 2000

© THICKNESS OF GASKET 4.5 MM.

© OUTER RING(CENTERING RING): CARBON STEEL

® INNER RING: ST.ST. 316

© DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
© NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

e SUPPLIER: '"KLINGERAN ", ““ATBIN ISTA * OR APPROVED
VENDOR LIST

¢ SARKHOON

® ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

o)ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

® FOR CLASS 150

L

4 8541601122 |e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS) NO | 1000

® THICKNESS OF GASKET 4.5 MM,

© OUTER RING(CENTERING RING): CARBON STEEL

© INNER RING: ST.ST. 316

® DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
© NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

® SUPPLIER: ""KLINGERAN ", ""ATBIN ISTA' ' OR APPROVED
VENDOR LIST

¢ SARKHOON

@ ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

® ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

® FOR CLASS 150

e1-1/2""

5 8541601142 |e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS) NO 400
M

© THICKNESS OF GASKET 4.5 MM.

© OUTER RING(CENTERING RING): CARBON STEEL

® INNER RING: ST.ST. 316

¢ DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
© NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

® SUPPLIER: " KLINGERAN ", ““ATBIN ISTA  OR APPROVED
VENDOR LIST

® SARKHOON

® ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

© ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

® FOR CLASS 150
o2
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8541602202

e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS)
e THICKNESS OF GASKET 4.5 MM.

© OUTER RING(CENTERING RING): CARBON STEEL

e INNER RING: ST.ST. 316

© DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
© NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

® SUPPLIER: ""KLINGERAN'*, " "ATBIN ISTA'* OR APPROVED
VENDOR LIST

® SARKHOON

® ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

¢ ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

e FOR CLASS 300
P

NO

8541604042

e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS)
¢ THICKNESS OF GASKET 4.5 MM,

© OUTER RING(CENTERING RING): CARBON STEEL

® INNER RING: ST.ST. 316

e DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
© NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

e SUPPLIER: “"KLINGERAN'*, “"ATBIN ISTA  * OR APPROVED
VENDOR LIST

© SARKHOON

® ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

O)ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

¢ FOR GASKETS CLASS 600

e1/2"

NO

2000

8541604062

* SPIRAL WOUND GASKET, 316/ GRAPHITE(NON-ASBESTOS)
 THICKNESS OF GASKET 4.5 MM,

® OUTER RING(CENTERING RING): CARBON STEEL

o INNER RING: ST.ST. 316

e DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
 NOTE: CENTERING RING SHALL BE COATED WITH

© CADMIUM OR EPOXY POWDER, IF NECESSARY

¢ SUPPLIER: *"KLINGERAN ", “"ATBIN ISTA' ' OR APPROVED
VENDOR LIST

© SARKHOON

® ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

O)ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

 FOR GASKETS CLASS 600

e 3/4

NO

2000
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9 8541604082 |e Part No: ¢ SPIRAL WOUND GASKET, 316/GRAPHITE(NON- NO | 1000

ASBESTOS)

® Part No: ¢ THICKNESS OF GASKET 4.5 MM.

¢ Part No: ¢ OUTER RING(CENTERING RING): CARBON STEEL
@ Part No: e INNER RING: ST.ST. 316

e Part No: e DESIGN TO BS 3381 OR API 601, ASME B16.20
AND B16.47

° P;;-lrt No: e NOTE: CENTERING RING SHALL BE COATED
WIT

® Part No: e CADMIUM OR EPOXY POWDER, IF NECESSARY

@ Part No: e SUPPLIER: ' “"KLINGERAN™ ' , ATBIN ISTA " OR
APPROVED VENDOR LIST

e Part No: ¢ SARKHOON

® Part No: e ACC. TO ASME B16.20 FOR SIZESTO 24 IN. &

e Part No: ¢ ASME B16.47 FOR SIZES 26 IN. AND HIGHER
(SERIES A OR B)

® Part No: ¢ FOR GASKETS CLASS 600

e Part No: ¢ 1

10 8541604122 |e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS) NO 400
e THICKNESS OF GASKET 4.5 MM.

© OUTER RING(CENTERING RING): CARBON STEEL

® INNER RING: ST.ST. 316

e DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
e NOTE: CENTERING RING SHALL BE COATED WITH

¢ CADMIUM OR EPOXY POWDER, IF NECESSARY

® SUPPLIER: "“KLINGERAN™ ", ""ATBIN ISTA' ' OR APPROVED
VENDOR LIST

® SARKHOON

e ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

© ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

® FOR GASKETS CLASS 600
®1-1/2""

11 8541604202 |e SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS) NO 200
© THICKNESS OF GASKET 4.5 MM,

® OUTER RING(CENTERING RING): CARBON STEEL

® INNER RING: ST.ST. 316

e DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
© NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

© SUPPLIER: ""KLINGERAN ', "“ATBIN ISTA'° OR APPROVED
VENDOR LIST

¢ SARKHOON

e ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

O)ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

® FOR GASKETS CLASS 600

® GASKET 4
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8541604222

® SPIRAL WOUND GASKET, 316/GRAPHITE(NON-ASBESTOS)
® THICKNESS OF GASKET 4.5 MM.

® OUTER RING(CENTERING RING): CARBON STEEL

* INNER RING: ST.ST. 316

e DESIGN TO BS 3381 OR API 601, ASME B16.20 AND B16.47
© NOTE: CENTERING RING SHALL BE COATED WITH

e CADMIUM OR EPOXY POWDER, IF NECESSARY

® SUPPLIER: “"KLINGERAN ", ““ATBIN ISTA' * OR APPROVED
VENDOR LIST

® SARKHOON

® ACC. TO ASME B16.20 FOR SIZES TO 24 IN. &

O)ASME B16.47 FOR SIZES 26 IN. AND HIGHER (SERIES A OR
B

® FOR GASKETS CLASS 600
® GASKET 6™

NO

200
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